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CITY OF LODI COUNCIL COMMUNICATION 

4GENDA TITLE: Traffic Resolution Amendment - Approve Speed Limits on Hamey Lane, from West 
City Limits to East City Limits, and on Turner Road, from West Ctty Limits to East 
City Limits 

MEETING DATE: December 15.1993 

PREPARED BY: Public Works Director 

RECOMMENDED ACTION: That the City Council adopt a resolution amending the Traffic Resolution 
##87-163 to approve speed limits on the newty annexed segments on 
Hamey Lane and Tumer Road. 

BACKGROUND INFORMATION: Public Works staff recently updated engineering and traffic studies 
f a  five streets. These studies are performed following State of 
California Department of Transportation (Cattrans) guidelines in 
accordance with California Vehicle Code Section 40802. 

Based on the Vehicle Code Section 40802, it is necessary to conduct engineezng and traffic studies 
every five years on "non-local" streets in order to use radar enforcement. "Non-local" streets are the 
collector and arterial streets shown on the Federal Aid System Maps. Fcur of the five streets have 
segments which have recently been annexed into the City limits. In ordar to use radar enforcement on 
the newty annexed street segm mts, it was necessary to conduct engineering and traffic studies. The 
engineering and traffic studies ,?dude measurements of prevailing speeds by a radar survey, review of 
unexpected conditions to tha d iver, and accident data. 

Thrse of the five streets have no changes to existing speed limits and do not need City Council 
approval. These three streets are Almond Drive (30 mph), Crescent Avenue (35 mph), and 
L o w  Sacramento Road (45 mph)/Woodhaven Lane (35 mph). 

One of the two street segments that needs Council appioval is or1 Hamey Lane, from the west City 
limits to the Woodbridge lnigation District (WID) Canal. The City recently annexed approximately 2,200 
feet west of the WID Canal. Prior to the annexation, this segment was in the San J.>aquin County's 
jurisdiction; however, it was not radar enforceable since there was not an engineering and traffic study 
performed on this street segment. The other street segment is on Tumer Road, from the west City 
limits to 800 feet east of Lower Sacramento RoadNVoodhaven Lane. The City recsntiy annexed 
approximately 1,400 tee: at the west end. The recommended speed limits are based on the 85th 
percentile speods observed in the field. It is not recommended to rurther reduce the speeds due to 
unexpected conditions or accidsnt data. 
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The recommended speed limits for both streets are shown on the tabie below and on the attached narratives 
and engineering and traffic surveys. There are no changes in the remaining segments of Hamey Lane and 
T u m r  Road. Coundl approvai is only necessary on the asterisked segments. 

Hamev Lane Existing Speed U mit Recommended Saoe d Urnit 

'West City Limits to WID Canal 45 mph 55 mph 

WID Canal to East C i  Limits 45 mph 45 mph 

Turner Road Existina S ~ e e  durn4 f? ecornmended Spee d LimiQ 

'West City Limits to 800 feet west of tower 
Sacramento RoadlWoodhaven Lane 

'800 feet west of Lower Sacramento Roadl 
Woodhaven Lane to Mills Avenue 

55 mph 

40 mph 

55 mph 

40 mph 

Mills Avenue to Ham Lane 35 mph 35 mph 
Ham Lane to Stockton Street 
Stockton Street to East City Limits 

40 mph 
45 mph 

40 mph 
45 mph 

If the C i  Council changes the recommended limits, those street segments will not be radar 
enforceable. 

FUNDING: Funding to be provided by the Street Maintenance Account. 

Prqared by Paula J. Femandsr. Asstxiate Tr,% Engineer 

JLRPJFAm 

Attachments 

cc: CttyAttOmey 
Police Chief 
Street Superintendent 
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SPEED ZONE 2EPGRT - Harney Lane 

O REFERENCE 

Speed zone surveys are performed i n  the City o f  Lodi following State o f  
California Department o f  Transportation (Caltrans) guidelines in 
accordance with Section 40802( b) of the California Vehicle Code. These 
guidelines are outlined in Chapter 8 o f  the Caltrans Traffic Manual. 

O STUDY 

Important factor5 to consider in determining the speed limit which i s  
most appropriate to facilitate the orderly inovement of traffic and that 
is reasonably safe are prevai 1 ing speeds, unexpected conditions to 
drivers, and accident records. 

Prevailing Speeds (85th Percentile Speeds) - Reasonable speed limits 
conform t o  the actual behavior o f  the majority of motorists, and by 
measuring motorists' speeds, one will be able to select a speed l i m i t  
that is both reasonable and effective. Speed limits shou?d normally be 
established at tSe first five mile 9er hour increment below the 85th 
percentile speed. However, in matching existing conditions with the 
traffic safety needs of the community, engineering judgement may 
indicate the need for a further reduction of five mi les  per hour.  

Eight radar surveys were performed and the 85th percentile speeds ranged 
from 46 to 56 mph as shown below: 

Eastbound Westbound Harney Lane Segment 

West City Limits - W I D  Canal 58 mph 56 mph 
WID Canal - Hutchins Street 48 mph 46 mph 
Hutchins Street - Stockton Street 49-52 mph 47-48 mph 

Unexpected Conditions - 'rlhen roadside development results in traffic 
conf 1 icts and unusuar conditions which are not readily apparent t o  
drivers, speed limits below the 85th percentile are warranted. 
following factors were considered: roadway design speed, safe stopping 
sight distance, superelevation, shoulder conditions, profile condition, 
intersection spacing and offsets, comnercial driveway characteristics, 
and pedestrian traffic in the roadway without sidewa:ks. 

- -- 

The 

Accidents - Accident records for the two most recent years were 
considered i n  determining speed zones. 
roadways are classified by their accident rate. Accfdent rates are 
determined by the number of accidents occurring within a segment of 
roadway and the traffic volume within that segment. 
shown in accidents per million vehicle miles (ACC/MVM) and range from 
2.1 to 3.6 ACC/MVM. The average city-wide accident rate i s  4 .1  ACC/MVM. 

Accidents on segments o f  

Accident rates are 
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SPEED ZONE REPORT - Harney Lane 
?age 2 

CONCLUSION 

West C i t y  L i m i t  t o  WID Canal 

T h i s  segment has recently been annexed by the City. 
l imi t  o f  55 mph is appropriate based on the 85th percentile speeds 
observed i n  the f ie ld ,  unexpected conditions, and the available accident 
data received from the County. 
45 mph. 

WID Cai,al to  East C i t y  L i m i t  

I n  reviewing this  segment, the posted speed l i m i t  could be 45 o r  
50 rnph. 
f i r s t  f i v e  mile per hour  increment below the 85th percentile. 
85th percentile speeds ranged between 47 and 49 mph for three o f  the 
four radar surveys, the existing posted speed of 45 mph would be 
appropriate. 
due t o  unexpected conditions o r  accident records. 

The existing and recommended speed limits are shown below: 

A posted speed 

The County had this segment posted a t  

As stated above, the speed limit should be established a t  the 
Since the 

i t  is no t  recommended t o  further reduce the speed l imits 

Harney Lane Seqment 

West C i t y  L i m i t  to  WID Canal 
WID Canal to East City L i m i t  

Ex is t i  n9 Recomnended 

45 mph 55 mph 
45 mph 45 mph 

1 

Jack L .  Ronsko 
Pub1 i c  Works Director 

JLR/PJF/  Im 
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SPEED ZONE REPORT - Turner Road 

O REFERENCE 

Speed zone surveys are performed in the City of Lodi following State of 
California Department of Transportation (Caltrans) guide1 ines in 
accordance w i t h  Section 40802( b)  of the California Vehicle Code. These 
guidelines are o u t l i n e d  in Chapter 8 of the Caltrans Traffic Manual. 

STUDY 

Important factors to consider i n  determining the speed l imit  most 
appropriate to  f ac i l i t a t e  the order'ly movement o f  t r a f f i c  and which is 
reasonably safe are prevailing speeds, unexpected conditions t o  drivers, 
and  accident records. 

Prevailing Speeds (85th Percentile Speeds) 

Reasonable speed limits conform to the actual behavior o f  the majority 
of motorists, and by measuring motorists' speeds, one will be able to  
select  a speed l imit  that i s  b o t h  reasonable and effective.  
l imits should normally be established a t  the f i r s t  f ive mile per h o u r  
increment below the 85th percentile speed. However, i n  matching 
existing conditions w i t h  the t r a f f i c  safety needs of the community, 
engineering judgement may indicate the need for a further reduction o f  
five miles per hcur. 

Speed 

Sixteen radar surveys were performed and the 85th percentile speeds 
ranged from 39 t o  57 mph as shown below: 

Turner Road Segment Eastbound Westbound 

West City Limits - Lower Sacr;,tiento Road/ 57 mph 

Lower Sacramento Road/Woodhaven lane - 40 mph 41  mph 

Mills Avenue - Yam Lane 39 mph 41  mph 
Ham Lane - Stockton Street  40-41 mpn 40-43 mph 

57 rnph 
Woodhaven Lane 

Mills Avenue 

Stockton St-eet - Eas t  C i t y  Limits 47-48 mph 46-47 mph 

Unexpected Conditions 

When roadside development results i n  t r a f f i c  confl i c t s  and unusual 
conditions w h i c h  are no t  readily apparent t o  drivers,  speed limits below 
the 85th percentile are warranted. 
considered: roadway design speed, safe stopping sight distance, 
superelevation, shoulder conditions, profile condition, intersection 
spacir?g a n d  offsets ,  commercial driveway characterist ics,  and pedestrian 
t r a f f i c  i n  the roadway w i t h o u t  sidewalks. 

The following factors were 

I n  reviewing the area from Mills Avenue t o  Loma Drive, some o f  the south 
side does not have sidewalk and  there is  pedestrian act ivi ty  from Lodi 
Lake P a r k .  T h i s  i s  n o t  readily apparent t o  drivers traveling eastbound. 

SPEEDZlfl /TXTW. 02M 
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SPEED ZONE 3EPORT - Turner Road 
Page 2 

Roadside development i n  the area consists of the Lodi Lake P a r k  and the 
drive-in across the s t reet .  Due t o  the lack o f  a food vendor i n  the 
Pa rk ,  there is a large number of pedestrians crossing Turner Road. 

There are  a number of residential driveways and the Lake entrance and 
e x i t  on Turner Road. 
due t o  on-street parking. 
recommendation to  reduce the speed limit. 

Visibil i ty from these driveways is often reduced 
The effects of the above are included in the 

Accidents 

Accident records o f  the two most recent years were considered i n  
determining speed zones. 
c lass i f ied by the i r  accident rate.  
number o f  accidents occurring w i t h i n  a segment of roadway and the 
t r a f f i c  volume w i t h i n  t h a t  segment. 
accidents per million vehicle miles (ACC/MVM). 

The accident ra te  i s  from 0 . 7  ACC/MVM t o  4 . 5  ACC/MVM. The la tes t  
average City-wide accident ra te  i s  4 . 1  ACC/MVM. 

T h e  accident rate on Turner Road, from Lower Sacramento Road (ncrth) to 
Ham Lane, has decreased from 4 . 1 0  ACC/MVM (1991 speed zone survey) t o  
2.9 ACC/MVM (current speed zone survey). The speed l imit  was reduced 
from 40 to 35 mph i n  1991. 

Accidents on segments of  roadways are 
Accident rates are determined by the 

Accident rates are shown i n  

O CONCLUSION 

The fo l lowing  posted speed 1 imi t s  are appropriate: 

Turner Road Segment 
Posted Recmended 

Speed L i m i t  Speed Limi t  

West C i t y  Limits - 800 feet  west of 55 mph 
Lower Sacramento Road/Woodhaven Lane 

800 feet  west of  Lower Sacramento Road/ 40 mph 
Woodhaven Lane - Mills Avenue 

Mills Avenue - Ham Lane 35 mph 35 mph 
Ham Lane - Stockton Street  40 rnph 40 rnph 
Stockton Street  - East C i t y  l imits  4 5  rnph 45 mph 

55 rnph 

40 mph 

West C i t y  Limits - 800 Feet West o f  Lower Sacramento RoadIWoodhaven Lane 

This segment has recently been annexed i n t o  the Ci ty  l imits.  
current posted speed l i m i t  i s  55 mph which was i n  the County's 
jurisdiction. Based on the 85th percentile speeds, a 55 rnph speed l i m i t  
i s  recommended. I t  i s  n o t  recornended t o  further reduce the speed l i m i t  
due t o  unexpected conditions o r  accident d a t a .  

The 
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SPEED ZONE REPORT - Turner Road 
Page 3 

800 Feet West of Lower Sacramento Road/Woodhaven Lane - East Ci ty  L i m i t  

There are no changes from the existing posted limits. 
between Mills Avenue and Ham Lane, i t  i s  recommended t o  further reduce 
the 85th percentile speed by five miles per hour due to unexpected 
conditions and accident data as mentioned above. 

On the other segments, the posted speed limits are based on the 85th 
percentile speeds. 
due t o  unexpected condit ions o r  accident data.  

On the segment 

I t  i s  not  recommended t o  further reduce the speeds 

Jack L. Ronsko 
Pub1 i c  Works Director 

JLR/ PJ Fj 7 m 
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RESOLUTIOIJ NO. 9 3 - 1.5 i 
i i ~ ~ ~ ~ ~ ~ x a i a i a a ~ ~ ~ a ~ p 1  

A RESOLUTION OF THE LODI CITY CwP;CIL APPROVING SPEED LIMITS 
ON HARNBY LANE, FROM WBST CXTY LIMITS TO GAST CITY LIMITS, 

AND ON TURNER ROAD, FROM WEST CITY LXMITS TO W T  CITY LIMITS 
ANTJ THEREBY AMENDING TRAFFIC RESOLUTION NO. 87-163 

RESOLVED, that the City Council of the City of Lodi does hereby 
approve speed limits on Harney Lane, from West City Limits to East City 
Limits, and on Turner Road, from West City Limrte to Baat City Limits 
as shown below: 

Barnav La ne Exiet.Sp%ed L i m i t  R-eed L i m i t  
nest City Limits to 45 mph 55 rllph 
Woodbridge Irrigation 
Cana 1 

Woodbridge Irrigation 45 mph 
Canal to Eaet city Limits 

4 5  mph 

hrrner Road Exist.SDeed L imit Recommended W d  Li m i f  
West City Limits to 800 55 mph 55 mph 
feet w e s t  of Lower 
Sacramento Road/Woodhaven 
Lane 

800 feet west of Lower 40 mph 
Sacramento Road/Woodhaven 
Lane to Mills Avenue 

40 mph 

.. 

FURTHER RESOLVED, that City of Lodi Traffic Resolution 67-163, 
Section 7 'Speed Limits" is herety amended by designating the speed 
limits on Harney Lana, frUU West City Limits to East City Limits, and 
on Turner Road, from West City Limits to East City Limits as set forth 
above. 

Dated: December 15, 1993 



I hereby certify that Resolution No. 93-152 was passed and 
adopted by the City Council of the City of M i  in a regular 
meeting held December 15, 1993 by the following vote: 

Ayes : Council Members - Davenport, Mann, Pennino, Snider, 
Sieglock (Mayor) 

Noes : Council Members - None 

Absent: Council Members - None 

c&wv# i !h*L  ifer . Perrin 

RES93152/TxTA. 01V 

City clerk 

93-152 


